
Schema�cký plán prepojenia nádrží a prevádzky ultrazvukových zariadení a kyslíkového generátora na ošetrenie vody využívanej 

na zavlažovanie v existujúcich nádržiach. Schema�c plan of connec�on of tanks and opera�on of ultrasonic devices and oxygen 

generator for treatment of water used for irriga�on in exis�ng water silos. 

*v návrhu sú použité zariadenia USAF, pripúšťa sa použi�e iných alterna�vnych ultrazvukových riešení od iných výrobcov. Typové 

označenia v projekte sú referenčnými zariadeniami USAF, pri použitý alterna�vnych zariadení od iných výrobcov musia byť dodržané 

minimálne rovnaké alebo lepšie parametre zariadenia. 

* in the proposal are used USAF devices, the use of other alterna�ve ultrasound solu�ons from other manufacturers is allowed. The 

type designa�ons in the project are USAF reference devices, when alterna�ve devices from other manufacturers are used, at least 

the same or be�er device parameters must be observed. 

 

 

 

 

 

 

 

Nádrž č. 1, Tank No.1  

Zariadenie/unit: USAF MT4 4x100W 

Ošetrená drenážna voda, Objem 

230m3, Denná spotreba 120m3 

Treated drain water, volume 230m3, 

daily usage 120m3 

 

Nádrž č. 2, Tank No.2  

Zariadenie/unit: USAF DT100W 

Závlahová studničná voda, Objem 

230m3, Denná spotreba 120m3 

Irriga�on well water, volume 

230m3, daily usage 120m3 

 

Nádrž č. 3, Tank No.3  

Zariadenie/unit: USAF DT100W 

Schladená voda z geoterm. 

prameňa, Objem 300m3, Denná 

spotreba 120m3 

Cooled thermal water, volume 

300m3, daily usage 120m3 

 

Existujúce zariadenie 

reverznej osmózy / 

Exis�ng device of 

reverse osmosis 

Nádrž č. 6 na 

uskladnenie vody 

z reverznej osmózy   

Tank no.6 - Stock of 

water from reverse 

osmosis unit 

Nádrž č. 4, Tank No.4  

Zariadenie/unit: USAF DT100W 

Neošetrená drenážna voda, 

Objem 230m3, Denná spotreba 

120m3 

Non-treated drain water, 

volume 230m3, daily usage 

120m3 

Nádrž č. 5, Tank No.5  

Zariadenie/unit: USAF DT100W 

Vonkajšia, studničná voda, 

Objem 738m3, Denná spotreba 

250m3, výška 3,8m 

In exteriour, well water, volume 

738m3, daily usage 250m3, 

height 3,8m 

Napojenie na 

existujúci závlahový 

systém / Connec�on 

to the exis�ng 

irriga�on system 

Kyslíkový generátor na 

nanobublinkové okysličovanie                               

závlahovej vody / Oxygen 

generator for nano-bubble 

oxygena�on of the irriga�on 

water 


