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DETAIL PRACNE

VYKAZ KERAMICKYCH PREKLADOV POROTHERM KP 7
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REREE] STENY 7 DEBNIACICH TVARNIC - C25/30-XCHISK)-CL 0 4-Dmaxé-S3, B 5008

ZELEZOBETON - €25/30-XC1(SK)-Cl 0,4-Dmax16-53, B 5008

ZELEZOBETONOVE NOSNE KONSTRUKCIE NAD

i I MUROVANE NOSNE KONSTRUKCIE NAD

DHx - DOLNA HRANA
HHx - HORNA HRANA
xxD - DOSKY

xxP - PREKLADU
xxV - VENCA

XxS - STLPA

XxPa - PARAPETU

POZNAMKY

~ NA STAVBE JE POTREBNE OVERIT OKOTOVANE ROZMERY A ODCHYLKY NAHLASIT STAVEBNEMU DOZORU.

MURIVO Z PLNYCH PALENYCH TEHAL P20 NA MALTU PEVNOSTI 10,0MPa
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0ZNACENIE PROFIL DLZKA DLZKA CELKOM HMOTNOST CELKOM
[m] [m]
[kg/m] kgl
L 80x6,0 2,400 1200 1340 52848
L 80x6,0 0,300 0300 1340 2202
P kxS0 0120 2760 1570 3,391
SUCET 58 441
+3% NA ZVARY 1753
CELKOM 60,194

MURIVO Z KERAMICKYCH TVARNIC POROTHERM 30 PROFI P12 NA MALTU PRE TENKE SKARY PEVNOSTI 10,0MPa

- NEJASNOSTI MEDZI STAVEBNOU CASTOU, STATIKOU A OSTATNYMI PROFESIAMI NAHLASIT STAVEBNEMU DOZORU

- PRESTUPY V NOSNYCH KONSTRUKCIACH KOORDINOVAT PODLA PROJEKTOV PROFESITEL, ZT, Uk A VZT A STAVEBNEJ CASTI
PRED MONTAZOU A BETONOVANiM OZNACIT A ZEBEZPECIT PRESTUPY VEDEN] PODLA PROJEKTOV PROFESIL

- POCAS REALIZACIE JE POTREBNE DODR?IAVAT,V§ETKY PLATNE NORMY A TECHNOLOGICKE PREDPISY SUVISIACE SO STAVEBNYMI PRACAMI
VYPLYVAJUCIMI Z PROJEKTOVEJ DOKUMENTACIE.

- NA ODLISNOSTI PROJEKTU STATIKY OPROTI SKUTOCNOSTI JE POTREBNE UPOVEDOMIT PROJEKTANTA STATIKY.

VERZIA 25.08.2022

POD KASTIELOM 24:5/32, 919 51 SPACINCE

Z0DP. PROJEKTANT:

ING. SLAVOMIR SMIHULA, AUT. €. 4802-Z-3

STATIPRO, SR.0., ODBORARSKE NAM. 3, 81107 BRATISLAVA

KRYTIE VYSTUZE: DOSKY 20mm, OSTATNE 25mm

BETON: STN EN 206-C25/30-XC1(SK)-Cl 0,4-Dmax16-$3 (. PARE:
VIAZANA VYSTUZ: B500B

SIETOVA VYSTUZ: B500A

HLAVNY SPRACOVATEL: | ING. MILOS KAROL

D sTATIPRO

ODBORARSKE NAM. 3
811 07 BRATISLAVA

VYPRACOVAL: IC0O: 44078200
ING. ATTILA BOROS +421 905 337208
STAVEBNIK: STATIPRO@STATIPRO.SK
VCELCO SR.0., TOVARENSKA 10A, 919 04 SMOLENICE WWW.STATIFPRDO.SK
NAZOV STAVBY: ‘ ‘ PROFESIA: STATIKA
PRISTAVBA A MODERNIZACIA - —
/ v STUPEN: REALIZACNY PROJEKT
PREVADZKY VCELCO, SR.0. Yem o
MIESTO STAVBY: SMOLENICE, OKR. TRNAVA, ) FORMAT: 9xAL
PARC.C. 620/140,620/101620/104,617/1,620/106,620/107, K.U. SMOLENICE | aRcHIVNE CiSLO: | S-55/12/21
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