
Nº PART NUMBER / ARTICLE CODE REV. DESCRIPTION MATERIAL MANUFACTURER TAG WEIGHT (KG) QTY. TOTAL WEIGHT (KG)

26 DIN934-M16-A4-80 A NUT M16 A4 0.03 56 1.68
25 DIN127-M16-A4 A WASHER M16 A4 0.01 56 0.56
24 DIN125-M16-A4 A WASHER M16 A4 0.01 112 1.12
23 DIN933-M16X80-A4-80 A BOLT M16X80 A4 0.17 56 9.52
22 NUT DIN 934 M12-A4-80 A NUT M12 A2 0.02 16 0.32
21 DIN127-M12-A4 A WASHER M12 A4 0.01 16 0.16
20 DIN125-M12-A4 A WASHER M12 A4 0.01 32 0.32
19 DIN933-M12X60-A4-80 A BOLT M12X60 A4 0.07 16 1.12
18 DIN 2690 GASKET - KLINGERSIL C-4430 - 3 THK. - DN100 FIBERGLASS W/NBR - 6 0
17 DIN 2690 GASKET - KLINGERSIL C-4430 - 3 THK. - DN50 FIBERGLASS W/NBR - 2 0
16 DIN 2690 GASKET - KLINGERSIL C-4430 - 3 THK. - DN15 FIBERGLASS W/NBR - 4 0
15 EN 10217-7 -SS316L TUBE 4" - 3.6 THK - WELDED PIPE AISI 316L 0 13626mm 0
14 EN 10217-7 -SS316L TUBE 2" - 2.9 THK - WELDED PIPE AISI 316L 0 1066mm 0
13 EN 10217-7 -SS316L TUBE 1" - 2.6 THK - WELDED PIPE AISI 316L 0 3614mm 0
12 EN 10217-7 -SS316L TUBE 1/2" - 2 THK - WELDED PIPE AISI 316L 0 8316mm 0
11 2258-3321-TMT-ESR12-GEN02 A SUPPORT 2 S275JR 25.61 2 51.22
10 2258-3321-TMT-ESR12-GEN01 A SUPPORT 1 S275JR 38.80 1 38.8

9 PID 230
UV SCANNER FOR INTERMITTENTLY OPERATION IN ALUMINIUM
BODY WITH TERMINAL CONNECTION IP55 PROTECTION.  HEAT
PROTECTION BY SILICA GLAS. CONNECTION: RP 1/2".

COMMERCIAL 1.40 2 2.8

8 PID 20 PILOT BURNER:CAPACITY: 26 KW, AIR: 26 NM³/H @ 20 MBAR, GAS:
2,6 NM³/H @ 20 MBAR COMMERCIAL 175.69 2 351.38

7 PID 250
ADJUSTING COCK 1/2" THREAD DESIGN; ADJUSTMENT WITH
TOOLS MAX OPERATION PRESSURE GAS 1 BAR; MAX.
OPERATION PRESSURE AIR 4 BAR

COMMERCIAL 0.17 2 0.34

6 PID 80
PRESSURE REGULATOR OUTLET PRESSURE: 25 - 75 MBAR
SPRING REACTING; FOR CONSTANT PRESSURE FOR GAS,
MEASURING CONTROL NOZZLE IN THE INLET EG CERTIFICATE
PE MAX 400 MBAR

COMMERCIAL 6.51 2 13.02

5 PID 70 -
ADJUSTMENT VALVE 1" THREAD DESIGN; MAX OPERATION
PRESSURE 10 BAR. FOR AIR AND GAS WITH TEMP. -20°C UP TO
+60°C

COMMERCIAL 3.25 2 6.5

4 PID 510 ORIFICE PLATE ASSEMBLY INCL. TAPS, COMPLETELY
ASSEMBLED THREADED CONNECTION COMMERCIAL 4.45 2 8.9

3 PID 520 -
FLOW-CONTROL-VALVE
FLEXIBLE HOSE 1/2" LENGTH 500 MM CONNECTION ONE SIDE
MALE THREAD ONE SIDE THREADED JOINT WITH DVGW
CERTIFICATE

COMMERCIAL 7.53 2 15.06

2 PID 210 FLEXIBLE HOSE 1" LENGTH 500 MM CONNECTION ONE SIDE
MALE THREAD ONE SIDE THREADED JOINT. DVGW CERTIFICATE. COMMERCIAL 9.74 2 19.48

1 PID 1100&1101 COMPENSATOR 14" - DN350 - A121 - 600 LENGTH COMMERCIAL 12.91 1 12.91
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