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BAMBI BUCKET OPERAT10NS MANUAL
Version:2020A
Part Number:000512

PLEASE READ BEFORE USING.

This:■ anualis applicable to the fo‖ owing rnodels:

BB6072(#007144)
BB8096(#007145)
BB8096S(#005702)
BB9011(#007146)
BB901l S(#008737)
B81012(#007147)
BB1012S(#005705)
BB1214(#007148)
BB1214S(#008738)
BB1518(#007149)
BB1518S(#005708)
BB1821(#007150)
BB1821 S(#008739)
BB1821L(#011067)
BB2024(#007152)
BB2024S(#005712)

BB2024L(#014913)
BB2226(#007151)
BB2732(#007153)
BB2732S(#008741)
BB2732B3(#010805)
BB3542(#007155)
BB420B(#007156)
BB4453(#007157)
BB5566(#007159)
BB680K(#007160)
BB6578(#007161)
BB7590(#007162)
BBHL4000(#007163)
BBHL5000(#007164)
BBHL7600(#007166)
BBHL9800(#007168)

t
Copies of this manual (#000512) are available from SEl.

The manual is available on the SEI website.
Register for man ual u pdate notifications at 

SEllNDUSTRIES LTD.
7400 11Vilson Avenue

Dela,BC.Canada
V4G lH3

Phone:(
Fax:  (

E¨ Mail:seis Om

Website:―lv.bambibucket.com

COPYRIGHT◎ 2019 SEllNDUSTRIES LTD ALL RIGHTS RESERVED



Revision Summary

Version Release Date Revision Description
2019A 18-Mar-2019 . General Revision

2020A 25-Nov…2020
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Section 1: lntroduction

Section 1 : lntroduction
Since its introduction in 1983. the Barnbi Bucket has becclme tl,e preferred means of helicopter fire

tighting for rrore than 600 companies and agencies uorldu,ide. This universal industry acceptance is the

result of the Batnbi Bucket's effectiveness, reliability'. sirnplicity and ease of use.

The operation of the Bambi Bucket can be quickll,'rnastered with no previous experience and the bucket

req ui res no pre-assembly.

This rnanual provides helicopter operators with information on tlre operation of the Bambi Bucket. For

-.en,ice and maintenance information. please refer to the separate service manual fbr your specific bucket

nrodei number.

Piease read this manual prior to flying the bucket, particlllarly the sections on deploying, filling and

dLunping. For your own protection. and for longer bucket life. always read the cautions and warnings.

lgnoring these could result in personal injury, bucket damage or aircraft damage.

SEI lndustries Ltd. off'ers complete pafis supply and repair services for the Bambi Bucket. For a repair

racility in your area. please contact SEI. For maintenance and repair purposes, pafis diagrams and

Cescriptions are provided in a separate service manual which is specific to your rnodel.

\\'hen you are ordering par1s, please provide the model and serial number of your Bambi Bucket as shown

on the data tags located inside the bucket shell.

||‐ ||||||||
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Section 4: Flight Operations

Fi:ling the Bucket

Once tllc Balllbi Buckct touchcs the water surface,it immcdittely tips alnd sil■ ls.This is a result of the

ballast on onc side ofthc buckct which makcs it unstablc on the water. 2へ Balmbi Bucket does not have to

bc towed to rnake it sink.

To 1'lll the bucket from an open top tank, yolr will require a tank with a recorlmended depth as shown in

rhe chart below:

Model Bambi Height
Required
Tank Height

BB6072 28" 071m 38" 100m

BB8096 29" 074m 40" 100m

BB9011 29" 074m 40" 100m

BB1012 31 079m 42" 101m

BB1214 33" 084m 44" 112m

BB1518 39" 100m 48" 122m

BB1821 41 104m 56" 145m

BB2024 43" 109m 58" 152m

BB2226 44" 110m 60" 152m

BB2732 48" 122m 60" 152m

BB3542 57" 145m 78" 204m

BB4453 57" 145m 78" 204m

BB5566 62" 1 57m 84" 305m

B86578 67" 170m 90" 305m

BB7590 73" 185m 96" 305m

BBHL4000 75" 190m 96" 305m

BBHL5000 80" 203m 110" 305m

BBHL7600 95" 241m 120" 305m

BBHL9800 106" 270m 120" 305m

Snagging the Bambi Bucket on submerged objects could result in bucket shell damage.

||■ |||||||‐
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Section 4: F:ight Operations

Variable Fill Capability

The pilot can vary the bucket's capacity b),the speed at u,hich it is pulled fi'om the water. As the

:Lrblnerged bucket is lifted, water pressure erpands the fabric bucket shell and its internal fiberglass

:.3ttens fler outward, increasing the bucket's volume. The greater the pressure, the more volume the

Lrcket holds. Volume can also be regr"rlated r-rsing the cinch strap on various bucket models. Also.

PorverFill accessories can be used to regulate loads.

Varying the speed of the Iift is often the best way to adjust volume.
load at each fill to best suit the fuel load and prevailing lift conditions.

or so fills to get the feel of variable fi11 action on the Bambi Bucket.

This allows the pilot to vary the

Most pilots find it takes a dozen

Cinch Strap

The cinch strap, located inside tlre bucket on models 6012-4453 and or"rtside on models 5566-HL9800,

:tllou's the pilot to reduce the volume of the bucket to a pre-set position. The cinch strap is marked with

itercentage settings that denote several load levels. The cinch strap allows you to reduce the volume of
the bucket to lorver levels than by straight lifting speed alone.

L se of the cinch strap at nTinimal bucket volume may result in some loss of the secondary seal because of
the sidervalls of the bucket being more verlical (ideal sealing results fron, the angle between the sidewall

of the bucket and the valve f-abric being close to 90'). It is imporlant to note that the top of the bucket is

alri a.u,s the spill line. The moment that the bucket breaks the surface of the u'ater, it is ready to fly.

The lowest fill setting for all models is 70%. Always check the cinch strap to determine the correct

setting.

Do not tighten the cinch strap past the smallest load marking. Over tightening can damage the bucket

shell or prevent the valve from dumping.

High Elevation Operations

In some areas, fire conditions require the reduction of bucket loads to accommodate weight restrictions

caused by high elevation operations. In these circumstances, a smaller bucket or the use of a Bambi

MAX or Bambi Torrentula bucket should be considered.

sr:fl(ft
Bambi Bucket Operations Manual
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Section 7: Specifications

●

Section 7: Specifications

Capacity and Weight Specifications

Capacities and weights are accurate to within 5%. Specifications are subject to change.

The selection of a Bambi Bucket model for a specific aircrafL is dependent on many factors including
aircraft weight, fuel weight, operation elevation and atmospheric conditions.

The helicopter operator must select a bucket model which is appropriate for their specific situation.

The operator must also ensure that the bucket selected does not pose a tail rotor strike hazard.

Bamb′ Bυcker

Model
Capacity Empty weight Gross Weight

IMP Gal US Gal Liters lb kg lb kg

BB6072 60 72 270 70 32 670 300

BB8096 80 96 360 73 33 870 400

BB8096S 80 96 360 73 33 870 400

BB9011 90 108 410 74 34 970 440

BB901l S 90 108 410 74 33 970 440

BB1012 100 120 450 74 33 1070 490

BB1012S 100 120 450 73 33 1070 490

BB1214 120 144 550 75 34 1280 580

BB1214S 120 144 550 75 34 1280 580

BB1518 150 180 680 79 36 1580 720

BB1518S 150 180 680 78 36 1580 720

BB1821 180 216 820 88 40 1890 860

BB1821 S 180 216 820 88 40 1890 860

BB1821L 180 210 820 89 40 1890 860

BB2024 200 240 910 130 59 2130 970

BB2024S 200 240 910 127 58 2130 960

BB2024L 200 240 910 132 60 2130 970

BB2226 220 260 1000 128 58 2330 1060

BB2732 270 320 1230 137 62 2840 1290

BB2732S 270 320 1230 133 60 2830 1280

BB2732B3 270 320 1230 134 61 2830 1290

BB3542 350 420 1590 145 66 3650 1650

BB420B 350 420 1590 143 65 3640 1650

||■||||■■
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Section 7: Specifications

Bambi Bucket (conti nued)

3amb′ Buc々er wirrI POwerFi〃 S,orke′

BB4453 440 530 2000 180 80 4580 2080
BB5566 550 660 2500 260 120 5760 2610
BB680K 570 680 2570 270 120 5930 2690
BB6578 650 780 2950 310 140 6810 3090
BB7590 750 900 3410 340 150 7840 3550
BBHL4000 880 1060 4000 360 160 9160 4150
BBHL5000 1100 1320 5000 390 180 11390 5170
BBHL7600 1670 2010 7600 470 210 17190 7800
BBHL9800 2160 2590 9800 530 240 22090 10020

Model
Capacity Empty Weight Gross Weight

IMP Ga: US Gal Liters :b kg ib kg

BB1821 180 216 820 138 63 1940 880

BB1821 S 180 216 820 138 63 1940 880

BB2024 200 240 910 176 80 2180 990

BB2024S 200 240 910 174 79 2180 990

BB2024L 200 240 910 177 80 2180 990

BB2226 220 260 1000 174 79 2380 1080

BB2732 270 320 1230 184 84 2890 1310

BB2732S 270 320 1230 179 81 2880 1310

BB2732B3 270 320 1230 179 81 2880 1310

BB3542 350 420 1590 191 87 3690 1680

BB420B 350 420 1590 191 87 3690 1680

BB4453 440 530 2000 222 100 4630 2100

|■ ||||・ ■ |‐
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Section 8: Warranty

Section 8: Warranty
.,r Industries Ltd. (the corrpany) agrees to grant a \\arrantv fbr a period of one year from the date of

..:';hase of Bambi Bucket systems on the follor.ving conditions:

., The conrpany's sole obligation under this r'r,arrant-v is linrited to repairing or replacing. at the

company's sole discretion. ant' product shown to be det-ective.

- The cornpany's products are not guaranteed for any specific length of tinre or measure of seruice,

bLrt are warranted only to be free from defects in workmanship and material for a period of one

\ ear to the original purchaser.

- To the extent allowable under applicable law. the company's liability lor consequential and

incidental damages is expressly disclaimed. The company's liability in all events is limited to
and shall not exceed, the purchase price paid.

,: This u,arranty is granted to the original purchaser of Bambi Bucket systems and does not extend
:rl a subsequent purchaser or assignee.

. The cornpany must receive notification in writing of any claims of warranty from the original
purchaser which must give details of the clairned defect in the product.

' \\'here the original purchaser is claiming under warranty, the product must be returned to the

cornpan)' fbr inspection with all transpor"tation and duty charges prepaid.

* The 'uvarranty does not extend to any product that has been accidentally darr-raged, abraded,

altered. punctured, abused, misused or used for a purpose which has not been approved by the

aornpanv.

' This u,arranty does not apply to any accessories used with the product that are not supplied by the

company and any warranty on suclr accessories must be requested from the manufacturer or

dealer of the accessories.

In the event the original purchaser does not give notice of a warranty claim, within one year of
the original purchase of the product. it is understood that the purchaser has waived the claim for
\\arranty and the purchaser andior any subsequent purchaser must accept the condition ofthe
product. without warranty.

.' , Any' technical infbrmation supplied by the company regarding the product is not a condition of
u arranty but rather is information provided by the company to the best of its knowledge.

N ) There are no implied warranties nor is there any warranty that can be assumed fiom any

representation ofany person, except the company itself.

Exclusions

. r This warranty is void if the product is not installed, used and/or rnaintained in accordance with
the operations manual sr"rpplied by SEI.

rr t All Bambi Buckets are designed and manufactured with substantial safety rr-rargins. It is the

responsibility of the Llser to ensllre that the bucket is maintained to a safe standard.

■|■|||||■ |
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pnfnucKA NA oBSLUHU BAMBI vAKU
Verzia:2020A
Cfslo dielu:Ooo512

pninuiru sr pRED pouZnina pnniira.rrn.

Tdto prfruika sa vzfahuje na nasledujrfice modely:

BB6072(#007144)
BB8096(#007145)
BB8096S(#Oo5702)
BB9011(#oo7146)
BB901lS(#o08737)
BB1012(#Oo7147)
BB1012S(#oo5705)
BB1214(#Oo7148)
BB1214S(#oo8738)
BB1518(#Oo7149)
BB1518S(#Oo5708)
BB1821(#oo7150)
BB1821S(#o08739)

,    BB1821L(#011067)
・     BB2024(#007152)
BB2024S(#oo5712)

K6pie tatO prfruё ly(#oo0512)si k dispozicii Od spo10ё nosti SEI.

Lκ」壺中“am“b』1胤朧f蹴容l翻辮謝 if鴨蹴:l朧臨曇¨

BB2024L(#014913)
BB2226(#oo7151)
BB2732(#Oo7153)
BB2732S(#oo8741)
BB2732B3(#olo805)
BB3542(#007155)
BB420B(#o07156)
BB4453(#007157)
BB5566(#Oo7159)
BB680K(#007160)
BB6578(#oo7161)
BB7590(#o07162)
BBHL4000(#007163)
BBHL5000(#007164)
BBHL7600(#007166)
BBHL9800(#o07168)

SEIINDUSTRIES LTD。
7400 WilsOn Avenue

Delta,B.c.Kanada

V4G lH3

E

Wcbovi stri泳 a www.bal■Ыbucket.cOm

COPYRIGHT③ 2019 SEI「 DヾUSTRIES LTD VSETKY PRAVA VYHRADE■
lE
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Zhrnutie revizie

\-erzia Drltum vydania Opis revizie
2019A 18.marca 2019 . Gener6lnarevizia

1020A 25.novembra 2020 Revfzie hmotnosti a kapacity
Revizie celkovel diZky
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iast' 1 : Ijvod
Od svojho uvedenia na trh v roku 1 983 sa barrbi r ak srai preferovanym prostriedkom na hasenie poZiarov
pomocou vrtulhika pre viac ako 600 spoloinosti a agentir na celom svete. Toto vSeobecn6 prijatie v odvetvi
.ie v'isledkom ridinnosti. spol'ahlivosti. jednoduchosti a i'ahkdho pouZivania bambi vaku.

Obsluhu bambi vaku moZno rychlo zvladnut'bez predchddzajircich sk[rsenosti a vak si nevyZaduje iiadnu
predmontiiZ.

Tato prfrudka poskytuje prev6dzkovatel'om vrtul'nikov infonniicie o previidzke bambi vaku. Inform6cie o
servise a [idrZbe n6jdete v samostatnej servisnej prirudke pre konkrdtne dislo modelu vaku.

Pred Iietanim s vakom si preditajte t[rto prfrudku, najmri jej dasti o nasadeni. plneni a vypusteni. V zdujme
i lastnej ochranv a predfZenia Zivotnosti vaku si vZd1, predftajte upozornenia a rn-f strahy. Ich ignorovanie
m6Ze mat'za ndsledok zranenie os6b, poSkodenie vaku alebo lietadra.

Spolodnost' SEI IndLrstr"ies Ltd. pon0ka kompletnd dodrivky nrihradnych dielov a opravy bambi vakov.
Infbrrniicie o oprav6renskom zariadeni vo vaSom okolf v6m poskytne spolodnost' SEI. Na fdely rldrZby a
opravy sti schdrny a opisy dielov uvedend v samostatnej servisnej prirudke, ktorr{ je Specifick6 pre viis
model.

Pri ob.iedn6vanf dielov uved'te model a sdriove dislo svojho bambi vaku, ako ie uvedend na Stitkoch s
.rdajrri. ktord sa nachldzaji vo vnritri pliist'a vaku.

Bじ 〔 風 II I
Prfrudka na obsluhu bambivaku
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Plnenie vaku

Ke,f sa bambi vak dotkne vodnei
s:rane vaku, ktorii ho robi na vode

hladiny, okamZite sa prevr6ti a ponori. Je to d6sledokzltaLe najednej
nestabilnym. Nie je potrebn6 bambi vaktahaf , aby sa ponoril.

,,: rr:plnenie vaku z otvorenej nbdrLe budete potrebovat'n6drZ s odporirdanou hibkou, ako je uveden6 v
,. :JLrjfcej tabul'ke:

Ⅳlodel Vf5ka bambi
vaku

Poiadovan6
vfSka nidrZe

う
４
ウ
／
Ａ
υ
４
０ＢＢ

つ
４ 0,71 m 1,00 m

BB8096 29" 0,74 m 40“ 1,00 m

BB9011 29" 0,74m 4011 1,00 m

BB1012 0,79 m う
４
И
什 l,0r m

BB1214 0,84 m 4411 1.12m

BB1518 39" 1,00 m ”
針 1,22m

BB1821 41'' 1,04 m 56" 1,45 m

BB2024 43‖ 1,09 m r,52 m

BB2226 441' 1、 10m 60" 1,52 m

BB2732 48" 1,22 m 60" 1,52 m

BB3542 57" 1,45 m 78‖ 2.04111

BB4453 57" 1,45 m ，
′ 2,04m

BB5566 う
ん
イ
υ 1,57 m 84'' 3,05 m

BB6578 67" 1,70 m 90" 3,05 m

BB7590 1,85 m 96" 3,05 m

BBHL4000 1,90m 96'' 3,05 m

BBHL5000 80‖ 2,03 m l l0" 3,05 m

BBIIL7600 95" 2.41m 720" 3,05 m

BBHL9800 106" 2,70 m 120" 3,05 m

Zachytenie bambi vaku o ponorend predmety by mohlo viest'k poSkodeniu pl5St'a vaku.

隕li=Iょ 1‐ Prfrudka na obsluhu bambi vaku
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Moinost' variabilndho plnenia

Pi10t l■62e lη cnit'kapacitu vaku rfc1110st'Ou,akou 110 v)it'ahЦ
iC Z Vody.Ked'sa pOnorcnチ vak Zdvihnc,tlak

oヽdy rOzliahnc plist'vaku ajehO vnitOrnё
 laincl、 i zO sklcnチ ch vl五kicn sa ohn6 smcr0111 vOn,こ fm sa zvaёζf

lttltti触爾空11瞥摯V管■0"IЧ b・ 0切 em路磁Кgdwr a pom∝。u Кdut“hpOpruhu na r6zttch modebch vakOv.Narcgttdu ttemu孟。mopふ墓i「ξl品選よ::花硯蔦:詰I

勝初力θり

“ `p″
r励

SぜahOvacf pOpruh,ktOtt sa nachidza vO vnttri vaku

rη乳:蟹:,∬:認il:磁l鷹靴1°批胤I撫
um磁益可e znfzi『 0可 em Vaku na niをもic iOvne ako sa

Polttitie srallovacichO poprllhu pri minimllnOm otteme vaku m6Й
c mat'za nisledok tlrё iti stratu

灘蠍灘還弾脚綴」卸概柵吉蹴iV吻鼎prera7f hladinu vOゥ ,je pripravett na zhOd.

Zmena rychlosti zdvihu je ёastO nalcpぶ fm sp6sObOm,akO upravit'0切 em.To umO乏 h可 e pi10to宙 menit'
zat'attenie p五 kaをdom pincnf tak,aけ ёO nalepζ ie vyhovOЙ 10 zFaЙcniu pal市 Om a OrevI五dalicim
―― ― r… 一ヽ――Y・・・ γ■■■ν■■・ L“へ,αり しυ l191じ PSiC Vynovova10 zat´ a2cnlu paHvOm a prevI`daiCim

podmienkam zd宙 hu.vaёζina pilotov zistf,2e na zfskallie pOcitu z variabiln6hO plnenia bambi vakuje
n∩trnhn`^ln nl.lkl:杉 ^^+,,^^4_1.^_^′如は Jne晰

=

Naf nizsie nastavenie naplnenia pre vsetky modely je 70 %o. sprhvrne nastaveni e vLdy skontrolujte nast'ahovacom popruhu.

Nedot'ahujte st'ahovaci popruh za znadkunajmensieho zat'a?enia.Nadmemd utiahnutie m6ze poskodit,
p l55t' vaku alebo za briinit, rykl openi u ventil u.

Operdcie vo vysokej prevddzkovej ujtike

v niektoqich oblastiach si podmienky pohiaruvyLaduiu znizenieobjemu n6plne vaku., aby sa prisp6sobilihmotnostnfm obmedzeniam spdsobenym openiciami vo velkych vyskach. zatychtookolnosti by sa malomdiif pouZitie menSieho vaku alebo bambi vaku MAX alebo vaku"Bambi Torrentula.

一
一

Ｔ

一
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■
一
Ｃ
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iast'7: Specifik{cie

ёasザ 7:Speciflkacie

Specifikdcie kapacity a hmotnosti

Bambi vak

Kapacity a hmotnosti sri presnd s presnosr'ou na 5 %. Specifikdcie sa m6zu zmenit'.

Vlfber modelu bambi vaku pre konkrdtne lietadlo z6visi od mnohych faktorov vr6tane hmotnosti
lietadla, hmotnosti paliva, prev6dzkovej qfsky a atmosfdrickych podmienok.

Previidzkovatel' vrtul'nika si musi lybrat' model vaku, ktory je vhodnli pre konkr6tnu situiiciu.
Previidzkovatel'musi tieL zabezpedit', aby zvolenli vak nepredstavoval nebezpedenstvo n6razu do
chvostov6ho rotora.

RIodel
Kapacita Prizdna

hmotnost'
Btto hmotnosf

IPIP Gal US GaI Litre lb kg lb 蛇
BB6072 60 ０

４
ウ
／ 270 70 つ

４ 670 300
BB8096 80 96 360 73 870 400
BB8096S 80 96 360 73 870 400
BB9011 90 08 410 74 34 970 440
BB901lS 90 ｎ

ｖ 410 74 970 440
BB1012 00 20 450 74 070 490
BB1012S 00 20 450 73 070 490
BB1214 20 44 550 34 280
BB1214S 20 44 550 75 34 280 580
BB1518 50 80 680 79 580 720
BB1518S 50 80 680 78 36 580 720
BB1821 80 216 820 40 890 860
BB1821S 80 216 う

４ 40 890 860
BB1821L 80 210 820 89 40 890 860
BB2024 200 240 910 30 59 2130 970
BB2024S 200 240 910 27 2130 960
BB2024L 200 240 910 う

４ 60 2130 970
BB2226 220 260 000 う

‘ 2330 060
BB2732 270 320 う

ん 37 う
‘
κ
υ 2840 290

BB2732S 270 320 ０
４ 60 2830 280

BB2732B3 270 320 230 34 61 2830 290
BB3542 350 420 590 45 66 3650 650
BB420B 350 420 590 43 ′

υ 3640 650

‐|||| |||||||
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Cast'7: Specifikrlcie

B ombi vak (pokruiovanie)

Bambi vak s nasdvacim systdmom powerFill

BB4453 440 530 180 80 4580 2080
BB5566 550 660 2500 260 20 5760 2610
BB680K 570 680 2570 270 20 5930 2690
BB6578 650 780 2950 310 40 6810 3090
BB7590 750 900 3410 340 50 7840 3550
BBHL4000 880 1060 4000 360 60 9160 4150
BBHL5000 1100 1320 5000 390 80 11390 5170
BBIIL7600 1670 2010 7600 470 210 17190 7800
BBHL9800 2160 2590 9800 530 240 22090 10020

ルlodel
Kapacita Prizdna

hmotnost'
Btto hmotnost'

IPIP Gal US Gal Litre lb kg Ib kg

BB1821 180 216 820 1940
BB1821S 180 216 820 63 1940 880
BB2024 200 240 910 76 80 2180 990
BB2024S 200 240 910 74 79 2180 990
BB2024L 200 240 910 77 80 2180 990
BB2226 220 260 1000 74 79 2380 080
BB2732 270 320 1230 84 84 2890 310
BB2732S 270 320 1230 79 2880 310
BB2732B3 270 320 1230 79 2880 310
BB3542 3s0 420 1590 91 87 3690 680
BB420B 350 420 1590 91 87 3690 680
BB4453 440 530 2000 222 100 4630 2100
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Preklad som vypracoval ako prekladatel' zaplsanf v zozname znalcov, tlmo6nikov
a prekladatel'ov, ktorf vedie Ministerstvo spravodlivosti Slovenskej republiky v odbore
slovensky lazyk- anglicky 1azyk. evidencn6 cislo prekladatel'a 970032.
Preklad je v prekladatel'skom denniku zapisany pod dlslom 8112025.
Preklad s0hlasi s prekladanou listinou.
Som si vedom! ndsledkov 0myselne nepravdivSho prekladatel'sk6ho (konu.

I have made this translation as a translator registered in the List of Expeds, lnterpreters, and
Translators kept with the Ministry of Justice of the Slovak Republic in the specialization of the
Slovak Language - the English Language under the translator's registration No. 970032.
This translation is registered in the translator's journal under serial No. 8112025.

Podpis
Translator's signature
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I am aware of the consequences of the intentionally false translation a
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