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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 1 / Summary

Height of Room: 3.000 m, Maintenance factor: 0.80 Values in Lux, Scale 1:121

Surface r [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 664 401 976 0.605

Floor 20 585 321 860 0.548

Ceilings (5) 70 159 84 907 /

Walls (4) 90 304 153 870 /

Workplane:
Height: 0.750 m
Grid: 128 x 128 Points 
Boundary Zone: 0.650 m

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.331, Ceiling / Working Plane: 0.240. 

Luminaire Parts List

Specific connected load: 6.57 W/m² = 0.99 W/m²/100 lx (Ground area: 58.75 m²) 

No. Pieces Designation (Correction Factor) F (Luminaire) [lm] F (Lamps) [lm] P [W]

1 4
LEDVANCE GmbH 4058075459137 DL 
UGR19 DN155 PFM 14W 830 WT IP54 
(1.000) 

1500 1500 14.0

2 5
LEDVANCE GmbH 4099854015113 PL 
CMFT 600 P 33W 840 U19 PS (1.000) 

4318 4320 33.0

3 5
LEDVANCE GmbH 4099854015113 PL 
CMFT 600 P 33W 840 U19 PS (1.000) 

4318 4320 33.0

Total: 49181 Total: 49200 386.0
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 1 / Luminaire parts list

4 Pieces LEDVANCE GmbH 4058075459137 DL UGR19 
DN155 PFM 14W 830 WT IP54
Article No.: 4058075459137
Luminous flux (Luminaire): 1500 lm
Luminous flux (Lamps): 1500 lm
Luminaire Wattage: 14.0 W
Luminaire classification according to CIE: 100
CIE flux code: 89  99  100  100  100
Fitting: 1 x LED 3000K / CRI >= 80 (Correction 
Factor 1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

5 Pieces LEDVANCE GmbH 4099854015113 PL CMFT 
600 P 33W 840 U19 PS
Article No.: 4099854015113
Luminous flux (Luminaire): 4318 lm
Luminous flux (Lamps): 4320 lm
Luminaire Wattage: 33.0 W
Luminaire classification according to CIE: 100
CIE flux code: 65  88  97  100  100
Fitting: 1 x LED 4000K / CRI >= 80 (Correction 
Factor 1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

5 Pieces LEDVANCE GmbH 4099854015113 PL CMFT 
600 P 33W 840 U19 PS
Article No.: 4099854015113
Luminous flux (Luminaire): 4318 lm
Luminous flux (Lamps): 4320 lm
Luminaire Wattage: 33.0 W
Luminaire classification according to CIE: 100
CIE flux code: 65  88  97  100  100
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 1 / Workplane / Isolines (E)

Values in Lux, Scale 1 : 74
Position of surface in room:
Working plane with 0.650 m 
Boundary Zone
Marked point:
(0.650 m, 0.650 m, 0.750 m) 

Grid: 128 x 128 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

664 401 976 0.605 0.411
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 1 / Tabula / Isolines (E, Perpendicular)

Values in Lux, Scale 1 : 21
Position of surface in room:
Marked point:
(2.135 m, 0.100 m, 1.729 m) 

Grid: 32 x 32 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

504 367 828 0.728 0.443
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 4 / Summary

Height of Room: 3.000 m, Mounting Height: 3.000 m, Maintenance factor: 
0.80

Values in Lux, Scale 1:82

Surface r [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 601 361 941 0.600

Floor 20 499 259 784 0.519

Ceiling 70 97 52 2667 0.531

Walls (4) 50 245 77 732 /

Workplane:
Height: 0.750 m
Grid: 128 x 128 Points 
Boundary Zone: 0.500 m

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.416, Ceiling / Working Plane: 0.162. 

Luminaire Parts List

Specific connected load: 6.54 W/m² = 1.09 W/m²/100 lx (Ground area: 55.62 m²) 

No. Pieces Designation (Correction Factor) F (Luminaire) [lm] F (Lamps) [lm] P [W]

1 4
LEDVANCE GmbH 4058075459137 DL 
UGR19 DN155 PFM 14W 830 WT IP54 
(1.000) 

1500 1500 14.0

2 11
LEDVANCE GmbH 4099854014604 PL 
CMFT 600 P 28W 830 U19 PS (1.000) 

3642 3640 28.0

Total: 46059 Total: 46040 364.0
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 4 / Luminaire parts list

4 Pieces LEDVANCE GmbH 4058075459137 DL UGR19 
DN155 PFM 14W 830 WT IP54
Article No.: 4058075459137
Luminous flux (Luminaire): 1500 lm
Luminous flux (Lamps): 1500 lm
Luminaire Wattage: 14.0 W
Luminaire classification according to CIE: 100
CIE flux code: 89  99  100  100  100
Fitting: 1 x LED 3000K / CRI >= 80 (Correction 
Factor 1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

11 Pieces LEDVANCE GmbH 4099854014604 PL CMFT 
600 P 28W 830 U19 PS
Article No.: 4099854014604
Luminous flux (Luminaire): 3642 lm
Luminous flux (Lamps): 3640 lm
Luminaire Wattage: 28.0 W
Luminaire classification according to CIE: 100
CIE flux code: 64  88  97  100  100
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 4 / Workplane / Isolines (E)

Values in Lux, Scale 1 : 63
Position of surface in room:
Working plane with 0.500 m 
Boundary Zone
Marked point:
(0.500 m, 0.500 m, 0.750 m) 

Grid: 128 x 128 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

601 361 941 0.600 0.383
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ZŠ Lamač
30.12.2025

Nimre s.r.o.

Studenohorská 65
84103, Bratislava

Operator
Telephone

Fax
e-Mail

Room 4 / Tabula / Isolines (E, Perpendicular)

Values in Lux, Scale 1 : 21
Position of surface in room:
Marked point:
(0.100 m, 1.600 m, 2.247 m) 

Grid: 32 x 32 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

509 357 655 0.700 0.545
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